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Choosing the right engine oil is crucial for the performance, longevity and emissions of your engine. Whether for engines 
with or without exhaust aftertreatment – Perkins offers two outstanding oils that are tailored to the specific requirements 
of your engines: the proven Perkins DEO and the new Perkins DEO-ULS. 

New: Perkins DEO-ULS 10W-30 

Perkins DEO-ULS (Ultra Low Sulphur) is the recommended engine oil for Perkins diesel engines of EU Stage 3b, 4 and 
V or US EPA Tier 4. Especially for engines equipped with exhaust after Treatment systems, Perkins DEO-ULS offers 
comprehensive protection and outstanding performance. 

Perkins DEO-ULS is specially formulated to ensure long life of the aftertreatment system components while providing 
excellent engine protection. Extensive testing has shown that Perkins DEO-ULS significantly reduces oil consumption. 
Perkins DEO-ULS also provides excellent valve train protection and minimises the formation of deposits on pistons and 
piston rings. 

Advantages at a glance

	 - �Reduced engine wear – improved detergents keep the engine clean and minimise wear. 

	 - �Minimised deposits – reduced oxidation degradation and thermal decomposition improve stability and minimise 
the formation of deposits. 

	 - �Improved protection – specially developed additives offer long-lasting engine protection. They ensure a constantly 
low emission performance and the service life of the components of the exhaust gas aftertreatment system is 
sustainably ensured.

Perkins DEO-ULS is an excellent choice for mixed fleets as it can be used in diesel engines from manufacturers that 
recommend API CK-4, CJ-4, Cl-4 PLUS/CI-4 or CH-4 oils and in petrol engines that recommend API SM oils. 
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The proven Perkins DEO 15W-40 API CI-4  

Perkins DEO 15W-40 is a high quality diesel engine oil that provides reliable protection and optimum performance for 
a wide range of applications. 

It is suitable for engines without exhaust aftertreatment systems and fulfils the requirements up to and including API CI-4 
as well as equivalent or lower specifications. It is also optimal for emission levels up to and including EU Stage IIIA and 
US EPA Tier 3 and below. 

This oil has been specially formulated to optimise engine protection against deposits and ensure smooth running of 
components. It consists of a unique blend of 12 carefully selected additives. The additive package works together to 
minimise wear, extend engine life and provide lasting protection in demanding conditions. 

Perkins DEO 15W-40 offers versatility and compatibility as it can also be used in mixed fleet applications, including petrol 
engines requiring API SJ/SL classification. 

Have we aroused your interest? We will be happy to make you an offer. Please do not hesitate to contact us by phone 
on 0800 5451 5451 or by email at parts@bu-power.de.
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